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VAN SAFETY GUIDE FOR DRIVERS 
FINAL TEST ANSWER KEY 

 
 

1. Full-sized vans pose several potential safety hazards, including: 
e. All of the above. 

 
2. A full-sized van traveling 60 mph can take 330 or more feet to stop.  This calculation 

includes: 
c. Perception time, reaction time, and braking distance. 

 
3. When a van’s passenger and cargo load increases, its: 

a. Stopping distance and center of gravity increase. 
 
4. What are some of the precautions a driver should take when driving a van fully loaded with 

passengers and baggage? 
d. All of the above. 

 
5. Which of the following can help you avoid breakdowns, delays, and accidents?  

b. Thorough vehicle inspections. 
 
6. Which of the following does not help reduce the risk of roll-over accidents? 

a. Exceeding the passenger or gross vehicle weight rating of the vehicle. 
 
7. Vehicle stopping distance is not affected by: 

e.   None of the above. 
 
8. Full-sized vans have unique handling characteristics compared to many personal 

passenger vehicles because they: 
b. Are longer, heavier, wider, and higher. 

 
9. Stacking baggage above seat level is not recommended because it: 
 d. All of the above. 

 
10. The advisory speed limit posted at curves and entrance and exit ramps is designed for 

___________________________ during ideal road and weather conditions. 
c. Personal passenger vehicles 
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